


Portable 
operation

357

Three-phase
current 400 V

AC 
110 V

AC 
115 V

AC 
230 V

Battery + AC
operation
possible

Battery
charger

AC 
230 V

Testing, Measuring and Freezing Technology (PG 05)

Battery-
powered

Battery 
operation

Meets DIN
standards

Portable 
operation

Environmen-
tally friendly

Transport
case

Can be used
overhead

Soldering, Brazing and Welding Technology (PG 06)

Bayonet
coupling

Piezo 
ignition

360° rotatable

On / off
switch

Lock
buttonHandy 

= Fine 
adjustment
of the flame

Sturdy
casing

Constant 
pressure control

AC 
110 V

AC 
230 V

Acetylene
control

Hot

Hot 
Brazing
450 ° - 1100 °CBasic

Basic 
Soft-soldering
up to 450 °C Max

Max Autogen
welding 
1100 °C

Thread
lock

Transport
case

Push lock

Economy
valve

Meets DIN
standards

Oxygen
control

Propane 
control

Blowback
prevention

ROWELD® Plastic Welding Technology (PG 07)

Transport
case

Icons

Ove rview of all i cons
Sorted by product group (PG)

Pipe / Drain Cleaning and Inspection (PG 0 8)

One-handed
operation
possible

AC 
110 V

AC 
115 V

AC 
230 V

Battery + AC
operation
possible

Battery-
powered

Transport
case

Battery
charger

Battery 
operation

Portable 
operation

Sturdy
casing

AC 
110 V

AC 
230 V

RODIA® Diamond Core Drilling (PG 09)

Dry 
drilling

Wet 
drilling

Refrigeration and Air-Conditioning Technology (PG 10)

Battery-
powered

Meets DIN
standards

Transport
case

Pressure hose
ball valve

Scale range
max. 100 kg

Pressure
gauge display
adjustable

Impact 
protection

Pressure gauge
class 1 - 6

Pressure 
gauge 80 mm

10 g

Measuring ac-
curacy
up to 10 g

1 g

Measuring 
accuracy
up to 1 g 5

Scale range
max. 5 kg

50

Scale range
max. 50 kg

Shock 
absorption

2,5 m

Pressure hose
length 2.5 m

1,5 m

Pressure hose
length 1.5 m

Inspection
window

AC 
230 V

Filling 
supports

 SDSD Memory card

USB

With USB
connection

With Video
function

With Photo
function




